
OPERATION AIR-OPERATED

PRESSURE OPERATING
RANGE

3-10 BAR

OUTPUT PRESSURE 350 BAR ( 7 BAR INPUT)

SUPPLY OUTLET 3/8"

LUBRICATOR SUPPLIED AS
STANDARD

1/4"

DRUM SIZE VARIATIONS RISER SHAFT LENGTH

15/18/25 KG +/- 400mm

50 KG +/- 695mm

180 KG +/-915mm

FLOW RATE USING EP2 GREASE CYCLES PER MINUTE (7 BAR)
FLOW RATE PER

MINUTE (KG)

FREE FLOW FROM OUTLET 200 2.15

PRODUCT CODE DRUM SIZE
PRODUCT

WEIGHT (KG)
DIMENSIONS

(mm)
HS CODE

PZM-1AA-01A 15/18/25 KG 9.2 860 x 145 x 195 8413.11

PZM-1AA-02A 50 KG 10.2 1080 x 145 x 195 8413.11

PZM-1AA-03A 180 KG 11.3 1310 x 145 x 195 8413.11

Pumprite 50:1 MK5 Grease Drum Pump

The 50:1 Pumprite Grease Pump is an air-operated pump designed to transfer
and dispense grease at high pressure. It is used for lubricating vehicles,
machinery, and industrial equipment. 
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